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LA MECCANICA SRL DI REFFO
administration and production: via nicolini, 1
loc. facca - 35013 cittadella - pd - italy
tel: +39 049 9419000 - fax: +39 049 5972171
lameccanica@lameccanica.it 

www. lameccanica . i t

TECHNICAL ASSISTANCE 

La Meccanica has organized a technical service department 
to guarantee rapid, highly specialized intervention able to 
resolve any problem.

After sales service 
Strong point of La Meccanica is the after sale service: our 
skilled technicians and engineers are always available to 
assist you. 

On-site maintenance 
Skilled technicians carry out maintenance work and system 
check, directly at your site, thanks to our fast and efficient 
technical service. 

Training 
We assist you to solve your problems or simply to give useful 
and important directions and advices. Our on-site training 
service is made for you by our specialists, who are ready to 
operate at the customer’s premises. 

Spare parts 
Comprehensive stock ensures quick availability and your 
production security. By request we can customize service 
parts contracts. 

Open days at La Meccanica 
We organize training open days at our headquarter and 
production sites in Cittadella, Northern Italy. You are kindly 
welcome!
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Kämpagatan 1, SE-532 36 Skara
+46 511 10365, info@silokonsult.se

www.silokonsult.se
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MAIN CHARACTERISTICS 
- Single, double or triple conditioner.
- Screw feeder speed can be adjusted with frequency converter.
- Inner diameter of die 630 mm; working track 240 mm.
- 6 pole main motor 200/220 kW . 
- The main motor is equipped with an intermediate shaft. 
- Beacon Technology.

Capacity: 12 - 18 T/h

“630” units are our most popular and widespread models, thanks to their simplicity, solid 
construction, low maintenance costs and minimal machine downtime.

Now the series is enriched with the XPERIENCE model.
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OPTIONALS
- Automatic rolls adjustment (mechanical or hydraulic).
- Quick change of the die by Rapid Block System 
(15 minutes).

- Double Bypass.
- Special PLC control.

Machine weight approx excluding main motor

CLM 630N XPERIENCE with die fixed by bolts 6300 kg

CLM 630N XPERIENCE with Rapid Bloc System 6900 kg

A B C D E F G H I J approx weight (kg)

3550 2490 2590 859 3850 2820 650 404 515 464 9800

Overall dimensions: 2.490 x 3.550 x 2.590 mm

INNOVATION
Thanks to the development of a new software for the machine’s control panel (PLC) and through the APP 
LM GATE, you’ll have access to useful information to improve the management and efficiency of your 
pellet mill.

The main advantages are:

- control of the pelleting process
- detection of energy consumption
- analysis and research of production process optimization 
- scheduled management of ordinary maintenance

Collected data Advantages

Screw Feeder Working hours, rotation speed (rpm), 
motor power absorption.

Ordinary maintenance, calculation of the volumetric hourly flow 
rate, detection of the operating status of the feeder detection and 
recording of the absorbed energy.

Conditioner
Working hours, rotation speed (rpm), 
motor power absorption, temperature, % 
steam valve opening, steam pressure.

Ordinary maintenance, detection of the conditioner operating status, 
detection and recording of the absorbed energy, evaluation of the 
steam flow rate.

Pellet mill block

Working hours, die rotation speed (rpm), 
rollers rotation speed (rpm), engine power 
absorption, rollers/die distance, support 
transmission temperature, motor bearings 
temperature, roller bearings temperature.

Ordinary maintenance, control to prevent possible slippage of the 
rollers and consequent clogging of the machine, detection of the 
working status of the pellet mill, detection and recording of the 
absorbed energy, control of the position of the rollers in the various 
processing steps, adjustment of the distance of the rollers for prevent 
slipping phenomena, detection of the state of the bearings of the 
transmission, detection of the state of the bearings of the motor, 
detection of the state of the roller bearings.

Lubrication Working hours, pumping cycles. Ordinary maintenance, calculation of grease consumption.

General Information Production capacity, energy consumption

BEACON TECHNOLOGY
Our pellet mill is equipped with Bluetooth technology with Nearby push notification. 
Using this system, beacons transmit their data through smartphones, tablets, telematics, BLE/WiFi gateways to 
the cloud and displays it directly on every device.

How does it work?
- Activate GPS and Bluetooth on your device
- Click on the Nearby push notification
- Enter your reserved area

Through LM GATE APP, our clients will have access in real time to:
- Relevant information about the pellet mill and its functioning
- Product sheets and technical material 
- Efficient service and quick orders
- Preview of offers and discounts 
- Remote assistance
- Data control system for predictive maintenance
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